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GYPSUM PRODUCTS 

PRODUCING PLANTS 
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10/8/64 

Long Beach, Seattle, Antioch, an~e 

(S-5) 
I 

Aridized Plaster Base Stucco 

Bentonite Clay 
j I (RM-Gl) 

2000 lbs. 

15 lbs. 

I ~ rc __,!_ (_,__, 

jJ#-ct.,...--" 
' 

AI um i num SuI fat 

Hydrated Lime 

Wood Fiber 

Vermiculite 

Retarder 

NOTES ! 
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i (RM-P1) 
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(RM-P3) 

(RM-PS) 

(RM-P13) 

4 lbs. 

(.;:,.il~ iJ. i7'" 

6 1/4.lbs. ' 

15-18-lbs. 

0-1 .5 cu . ft. 

As required 

1. Aridized Ploster.Bcse Stucco Blaine shall be 4700-5200 . 

2. 
.. 
' 

Use high colci,um lime only. 
I . . 

For gun application, 1 to 1-1/2 cubic feet of plaster grade expanded vermiculite (RM-P13) 
per ton of stocco may be used ta improve pumpcbility. · 

3. 

RAW MATERIAL HANDLING 

1. Storage 

All raw materials shall be stored in a coal, clean, dry area ta prevent contcminatio~ and 
moisture pick-up. 

2. Additive Screening 

a. Retarder shell be screened through a 30 mesh screen just prior to use. 

b. Do not use any additives which are lumpy without screening through a 30 mesh screen. 
Discard pre-mixed additives which have become lumpy upon s .• rage. 

3. 'vVood Fiber 
...;:> 

Wood fiber shall be dried to.~ m~ximum free water content of 15% prior to use. 
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